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Diotrol AQUA natural oil impregnation 
 
Description DIOTROL - Aqua natural oil impregnation  is a water-based impregnation glaze for 

wood with film-conservation against growth of blue stain (tested by EMPA). 
DIOTROL - Aqua natural oil impregnation is used as an impregnation - glaze for 
woodwork like windows, window shutter, garage-doors, wood constructions, 
shingle facades and others. Don't use for indoors and stables. The treatment must 
be done on all sides and before constructing the woodwork. Cross cut wood must 
be treated properly. For protection against weathering, a glaze or cover coat must 
be applied. 

 
 
Binder Emulsion for several natural oils 

 
 
Active ingredients Film conservation against bluestain 

 
 
Solids 8% 

 
 
Sp. Gravity 1,0 kg/l 

 
 
Gloss flat. 

 
 
Tint colourless 

 
 
Packing Plastic of 1 l, 5 l and 25 l 

 
 
Store-stability In closed original packages 12 months. Keep away from freezing and high heat, 

(more than 30 °). Rustfree materials. 
 
 
Consumption 80–120 g/m2, depending on condition of surface and absorbency 

 
 
Advice for application Brush, dipping, flowing, glazing-machines. 

 
 
Dilution ready to use. 

 
 
Advice for use If spray robot is used, breathing equipment must be worn. 
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Drying time 
18-20°C with 75% 
rel. hum. 

Overworkable after 12-24h with DIOTROL Aqua natural oil glaze, water-based. 
(Depending on temperature and air-humidity.) In case of DIOTROL natural oil 
glaze solvent borne, wait for 24h. 

 
 
Cleaning tools Immediately with water. Dried impregnation can be solved in nitro dillution. 

 
 
Safety advice Read safety datasheet. 

 
 
Remarks These informations are due to the current, technical know-how and are meant as 

recommendation and advices. Concerning all mentioned paint coat structures we 
do not maintain completeness. Because of the diversification and different kinds of 
substrates and practice, the user has to test our products meanly for his own 
purpose and has to use and apply them properly. For this, he is fully responsible. 
Verbal advices must be fixed obligatory by a signed document. If a new issue will 
be current, this edition will be no more available. 
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